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COPPIA PMR 446 
Coppia di PMR446 compatti ed efficienti 

 8 canali PMR446 + 8 canali PMR446 con toni CTCSS 

 Display LCD con indicazione canali e stato batteria 

 Altoparlante ad alto rendimento 

 Clip da cintura e cinghiello da collo 

 Batteria agli ioni di litio entrocontenuta 

 Dimensioni ultra compatte, (L) x (P) x (A): 35 mm x 20 

mm x 85 mm (118 mm con antenna) 

 Leggerissimo, solo 70g di peso 

 

Forniti con doppio cavo micro USB di ricarica e adattatore di 

rete. 

Specifiche tecniche 

Gamma di frequenza:  446.00625 MHz ~ 446.09375 MHz 

Canali di memoria:  8 + 8 

Potenza uscita RF:  0,5W 

Tensione di esercizio:  3,7V 

Alimentazione:  batteria ricaricabile Li-Ion – 3,7Vcc/1200 mAh 

Temperatura operativa:  -10°C - +50°C 

Sensibilità: -122dBm (@12dB SINAD) 

Uscita audio: >0,5W 

Dimensioni: 35 x 20 x 85 (118) mm 

Peso:  70 gr inclusa la batteria 

 

 

 

 

Ref. PM001045 

 

Distribuito da K2M Srl P.zza Don Mapelli 60-75 20099 – Sesto San Giovanni (MI) 

Tel 02 2627 0265/264 – Mail info@k2m.it – vendite2@k2m.it 

F U T U R E  I N  C O M M U N I C A T I O N  

MICRO 

mailto:info@k2m.it
mailto:vendite2@k2m.it


 

 

 

 
 
–––––

 
 
 
 

 
 

PMR 446 
PMR446 supplied in 2 pcs pack 

 8 channels PMR446 + 8 channels PMR446 with CTCSS 

 LCD displays channel number and battery level 

 High efficiency speaker 

 Belt clip and necklace 

 Built-in Li-ion battery 

 Ultra compact size, (W) x (D) x (H): 35 mm x 20 mm x 85 

mm (118 mm w/antenna) 

 Ultra light weight, 70g only 

 

Supplied with micro USB double connector recharging cable 

and AC adaptor. 

Specifications 

Frequency range:  446.00625 MHz ~ 446.09375 MHz 

Memory channels:  8 + 8 

RF Output power:  0,5W 

Operating Voltage:  3,7V 

Power supply:  Li-Ion rechargeable battery–3,7Vcc/1200 mAh 

Operating Temperature:  -10°C - +50°C 

Sensitivity: -122dBm (@12dB SINAD) 

Audio output power: >0,5W 

Size: 35 x 20 x 85 (118) mm 

Weight:  70 gr including battery 
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